
Alarm panel

Power 16.5VAC/40VA @ 50/60hz

Current draw 110 mA (nominal)

Auxiliary & Output 13-75 +- 5% Vdc/700mA

Bell Output 13-75 +- 5% Vdc/700mA

Operating environ-
ment

-20O C to 50O C

Relative Humidity 93%

On-Board zones 8

Hardwired/Wirelss
Zones

32 / 32

Partitions 4

User codes 70

Event buffer 500 events

Battery backup 12V 7Ah

Certification UL/ULC

Motion detector

Frenquency 902 Mhz to 928 Mhz

Operating
environment

-20O C to +60O C

Relative Hu-
midity

93% non-condensing

Power 3.0V 2.2 Ah

Battery life
(Average)

Over 3 years.  Replacement battery availa-
ble

Sleep time Variable from 2 seconds to 180 seconds

Pet Immune Up to 33lb (15kg) and up to 12in  (30cm)
high

AUTHORIZED DISTRIBUTOR :

Keypad

Dimensions 6 1/2” x 5” x 13/16”

Keys 22, Fire, Police, Ambulance shortcut keys
5 programmable function keys

Operating envi-
ronment

-20O C to 50O C

Relative Humidity 93%

Pylon

Weight 13 lbs

Height 42” with indentations for grip

Material Low Density Polyethylene

Color Fluorescent orange with hi-intensity reflec-
tive tape collars

Base High density interlocking 16’” x 16”

GSM Communicator

Input voltage 10 to 27.6Vdc

Operating Fre-
quency

900/1800Mhz or 850/1900 Mhz

External antenna Yes

Repeater

Power 12 to 16.5VAC or VDC Included

Operating
environment

-20O C to +60O C

Housing ABS



The wireless technology sends re-

dundant information on several multi-

frequency channels within the FCC

Part 15 900 MHz band, providing

superior range and reliability. In com-

parison, systems that use a single

frequency technology can only send

information on one narrow band

channel. Any interference within the

band can cause missed signals.

Construction sites are an ever changing environ-

ment. There is always a risk that high value equipment

and materials stored in areas where there is no security

can go missing.

Protect-IP has developed an adaptable intrusion system

allowing General Contractors to protect the perimeter of

their construction sites or temporary storage areas with

Portable Outdoor Motion Detectors.

The high traffic motion detector solves the battery limitation problems

of motion sensors through an intelligent sleep timer and superior

battery technology. Designed to deliver over three years of battery life

when used in high traffic commercial environments, it features a de-

tection range of 50 feet, superior interference immunity, and in-

creased protection from common false alarm triggers such as vibra-

tion, static, lighting, and ambient temperature changes.  Each pylons

can covers an area of approximately 2000 Square feet

The flexibility of wireless is a necessity in today’s dynamic construc-

tion environments. The self-configuring Mesh Network allows you to

adapt to changing configurations and requirements in a matter of

minutes. New sensors can be added to the network as fast as they

can be deployed

With the deployment of intelligent repeaters, the protection can be

extend to thousands of sensors across the entire site

This is a complete solution including: Alarm panel, Keypad, GSM

wireless communicator, bollards and repeaters… as much as you

want

Protect-IP has embedded motion detectors into con-

struction pylons that can be laid out in any configura-

tion on the site and can be relocated as need-

ed. There is no need for costly wiring or installation. It

is as simple as setting the pylons in the desired area

and arming the system at night.  In the morning, just

disarm the system and move the pylons out of the

way.

Easy, flexible and discrete

Each time there is an event with the
construction site (alarm, arming, dis-

arming, trouble), the administrators
can be notified by email or via a

phone call from the central monitoring
station.

Once the construction project is com-
pleted, you can take the entire sys-
tem to another site.  No technician

required.


